
 

Mouth Svil.
mm mm

0,500 0,600 0,800 1,000 0,500 0,600 0,800 1,000 0,500 0,600 0,800 1,000 0,500 0,600 0,800 1,000

120 200 0,890 1,067 1,422 1,778 0,800 0,960 1,280 1,600 0,800 0,960 1,280 1,600 0,800 0,960 1,280 1,600
140 250 1,111 1,334 1,778 2,223 1,000 1,200 1,600 2,000 1,000 1,200 1,600 2,000 1,000 1,200 1,600 2,000
160 280 1,245 1,494 1,991 2,849 1,120 1,344 1,792 2,240 1,120 1,344 1,792 2,240 1,120 1,344 1,792 2,240
180 300 1,334 1,600 2,134 2,667 1,200 1,440 1,920 2,400 1,200 1,440 1,920 2,400 1,200 1,440 1,920 2,400
200 330 1,468 1,760 2,347 2,934 1,320 1,584 2,112 2,640 1,320 1,584 2,112 2,640 1,320 1,584 2,112 2,640
250 400 1,779 2,134 2,845 3,556 1,600 1,920 2,580 3,200 1,600 1,920 2,580 3,200 1,600 1,920 2,580 3,200
300 500 2,223 2,668 3,557 4,445 2,000 2,400 3,200 4,000 2,000 2,400 3,200 4,000 2,000 2,400 3,200 4,000

600 2,668 3,200 4,267 5,334 2,400 2,880 3,840 4,800 2,400 2,880 3,840 4,800 2,400 2,880 3,840 4,800
625 - - - - 2,500 3,000 4,000 5,000 2,500 3,000 4,000 5,000 2,500 3,000 4,000 5,000
670 2,976 3,574 5,956 5,956 2,680 3,216 4,288 5,360 2,680 3,216 4,288 5,360 2,680 3,216 4,288 5,360
700 3,112 3,734 6,223 6,223 2,800 3,360 4,480 5,600 2,800 3,360 4,480 5,600 2,800 3,360 4,480 5,600
800 3,556 4,267 7,112 7,112 3,200 3,840 5,120 6,400 3,200 3,840 5,120 6,400 3,200 3,840 5,120 6,400

1000 4,445 5,334 8,890 8,890 4,000 4,800 6,400 8,000 4,000 4,800 6,400 8,000 4,000 4,800 6,400 8,000

Roberto Caschera & C S.n.C

PRE-PAINTED GUTTERS: European Standard EN 10169-93 - Coating Standard EN 10142 + A1/95 - 10143. Pre-painted gutters are achieved
with pre-painted galvanized products with "Sistema Magona 3000 - Sistema Magona 3000 PLUVIMAG 25/17".

GALVANIZED GUTTERS European standard UNI EN 10142 + A1 - 10143

METAL BASES: Dx 51 D + Z ( Fe P02 G )
COATING: 150 gr/m2

Gutters

PRE-PAINTED
GALVANIZED PLATE

GALVANIZED PLATE

Gutters

INOX STEEL 18/8
AISI 304 - FINISH 28

Copper

STANDARD THICKNESS: 0,6 - 0,8 mm
WIDTHS: Obtained from pre-painted tapes with thickness 1000 - 1250 - 1500 mm
COLORI STANDARD: Dark - White/grey - Red

FLAT PLATES

PROCESSING: Surfaces with chemical passivation for more protection from wheater violent action.
STANDARD THICKNESS: 0,6 - 0,8 - 1,0 - 1,2 - 1,5 mm


